




Parameters
Model Number CDO-EX250T CDO-EX350T CDO-EX500T CDO-EX600T CDO-EX800T

Master cylinder 
maximum thrust 250T 350T 500T 600T 800T

Voltage 380V 380V 380V 380V 380V

Master cylinder 
maximum pressure 22 MPa 25 MPa 24 MPa 24 MPa 31.5 MPa

Billet size Φ40*140mm Φ50*150mm Φ60*150mm Φ70*150mm Φ80*150mm

Main cylinder length 450mm 450mm 500mm 500mm 650mm

Forward speed 150mm/s 150mm/s 150mm/s 150mm/s 200mm/s

Withdraw speed 200mm/s 200mm/s 200mm/s 200mm/s 250mm/s

Main motor power 7.5KW 11KW 11KW 11KW 22KW

General power 14KW 19KW 30KW 30KW 32KW

Machine dimension 4000*1500*1400 4200*1500*1400 5000*1600*1600 5000*1600*1600 5500*1800*1600

Weight 4000KGS 4500KGS 6000KGS 7000KGS 8000KGS



Features
1. Master cylinder: piston cylinder (German technology) is adopted.  working pressure error (0.002kg), 
with the characteristics of strong and constant speed stability, the hydraulic system ensures the stability 
of metal flow extrusion and makes the connection firm at the interface.

2. The Metal Extrusion Machine comes with Built-in sub cylinder: It has the function of rapid oil filling, 
reducing no-load time, quickly reaching the working pressure, and improving efficiency.

3. CDOCAST metal extruder adopts four guide rod structure, which makes the rigidity of the machine 
better and fully improves the balance of extrusion.

4. The die head of the machine adopts the front mode, and the extrusion die head is set between the 
front seat of the oil cylinder and the piston rod. Because the machine adopts the continuous extrusion 
mode, there is no need to make the extrusion discus used by other manufacturers in the extrusion 
process, so many intermediate processes and actions are simplified.

5. The die head of the machine adopts the front, and an opening and closing movable plate is added. 
The extrusion die head is installed on this plate, and two oil cylinders are provided to support it from 
both sides to prevent the movable plate from retreating. When it needs to be opened, the movable 
plate is pulled and slid through the two oil cylinders to facilitate the assembly and disassembly of the 
extrusion die.
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