


Model CDO-SW1.5P CDO-SW2P CDO-SW3P

Power 1.1 KW 1.5 KW 2.2 KW

Voltage 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz

Roller size(mm) Ф75*140 Ф80*152 Ф86.5*165

Roller materials Cr12MoV Cr12MoV Cr12MoV

Roller hardness HRC 60-62 HRC 60-62 HRC 60-62

Output Thickness 6-0.1 mm 6-0.1 mm 7-0.1 mm

Roller Speed 4.9m/min 4.9m/min 4.9m/min

Lubrication System Hand Refuel Hand Refuel Hand Refuel

Weight 175kg 175kg 200kg

Dimension(mm) 410*370*1250 500*430*1350 500*430*1350

Parameters



Model CDO-S4P

Power 3 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ø 100*203(W)

Roller materials Cr12MoV

Roller hardness HRC 60-62

Output Thickness 8-0.1 mm

Roller Speed 5m/min

Lubrication System Hand Refuel

Weight 250kg

Dimension(mm) 550*430*1360

Specifications

Model CDO-S4P

Power 3 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф100*203

Roller materials Cr12MoV

Roller hardness HRC 60-62

Output Thickness 8-0.1 mm

Roller Speed 5m/min

Lubrication System Hand Refuel

Weight 250kg

Dimension(mm) 550*430*1360



Specifications

Model CDO-ST4P CDO-ST5.5P

Power 3 KW 4 KW

Voltage 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz

Roller size(mm) Ф98*120(Carbide 
Length 90mm)

Ф123x152(Carbide 
Length 120mm)

Roller materials Tungsten Carbide Tungsten Carbide

Roller hardness HRC 92-93 HRA 92-93

Output 
Thickness 5-0.1 mm 20-0.1 mm

Roller Speed 5.5m/min 9.4m/min

Lubrication 
System

Bearing Bush Grease 
Lubricated

Bearing Bush Grease 
Lubricated

Weight 500kg 630kg

Dimension(mm) 920*1020*1300 1320*1160*1370





Model CDO-S5.5P CDO-S7.5P CDO-S10P CDO-S15P CDO-S20P

Power 4 KW 5.5 KW 7.5 KW 11 KW 15 KW

Voltage 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz 380V, 3P, 50/60Hz

Roller size(mm) Ф108*180 Ф132*180 Ф151*250 Ф180*250 Ф200*250

Roller materials MC5 MC5 MC5 MC5 MC5

Roller hardness HRC 62-64 HRC 62-64 HRC 62-64 HRC 62-64 HRC 62-64

Output 
Thickness

25-0.1 mm 25-0.1 mm 30-0.1 mm 30-0.1 mm 45-0.15 mm

Roller Speed 9m/min 7.4m/min 8.5m/min 7.4m/min 15.7m/min

Lubrication 
System

Bearing Bush 
Grease Lubricated

Bearing Bush 
Grease Lubricated

Bearing Bush 
Grease Lubricated

Bearing Bush 
Grease Lubricated

Bearing Bush 
Grease Lubricated

Weight 630kg 800kg 1200kg 1700kg 3000kg

Dimension(mm) 1160*640*1370 1340*750*1420 1430*760*1500 1530*840*1600 1740*900*1700

Parameters



Specifications

Model CDO-M7.5P

Power 5.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф132*180

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 25-0.1 mm

Roller Speed 7.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 800kg

Dimension(mm) 1340*750*1420



Specifications

Model CDO-MT7.5P

Power 5.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф132*180(Carbide Length 
150mm)

Roller materials Tungsten Carbide

Roller hardness HRA 92-93

Output Thickness 25-0.1 mm

Roller Speed 7.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 1100kg

Dimension(mm) 1340*750*1420



Specifications

Model CDO-UM7.5P

Power 5.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф132*180

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 25-0.1 mm

Roller Speed 7.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 5kg: OPC-050, 10kg: OPC-
100(Optional)

Winding Motor 5kg: 1100W, 10kg: 2200W

Weight 1100kg

Dimension(mm) 1420*1350*1600



Specifications

Model CDO-UT7.5P

Power 5.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф132*180

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 25-0.1 mm

Roller Speed 7.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 5kg: OPC-050, 10kg: OPC-
100(Optional)

Winding Motor 5kg: 1100W, 10kg: 2200W

Weight 1100kg

Dimension(mm) 1420*1350*1600



Specifications

Model CDO-MT10P

Power 7.5 KW

Servo motor 0.85 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф151*250

Roller materials Tungsten Carbide

Roller hardness HRA 92-93

Output Thickness 30-0.1 mm

Roller Speed 8.5m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 1300kg

Dimension(mm) 1430*760*1650



Specifications

Model CDO-UM10P

Power 7.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф151*250

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 30-0.1 mm

Roller Speed 8.5m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 5kg: OPC-050, 10kg: OPC-
100(Optional)

Winding Motor 5kg: 1100W, 10kg: 2200W

Weight 1800kg

Dimension(mm) 1430*1350*1650



Specifications

Model CDO-UM15P

Power 11 KW

Servo motor 1.3 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф180*250

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 30-0.1 mm

Roller Speed 7.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 1800kg

Dimension(mm) 1530*840*1750



Specifications

Model CDO-M15P

Power 11 KW

Voltage 380V, 3P, 50/60Hz

Output Thickness 0.5-0.008mm（60mm Width 
Copper Strip）

Output Tolerance ≤ ±0.0025mm

Roller Speed 20m/min

Working Roller DC53 Ф52x200mm HRC 60-63

Supporting Roller Cr12MoV Ф200x200mm HRC 58-60

Lubrication System Bearing Bush Grease Lubricated

Weight 1900kg

Dimension(mm) 1570*1170*1600



Specifications

Model CDO-UM15P

Power 11 KW

Servo motor 1.3 KW

Voltage 380V, 3P, 50/60Hz

Output Thickness 0.5-0.006mm（60mm Width 
Copper Strip）

Output Tolerance ≤ ±0.002mm

Roller Speed 20m/min

Working Roller DC53 Ф52x200mm HRC 60-63

Supporting Roller Cr12MoV Ф200x200mm HRC 58-60

Lubrication System Bearing Bush Grease Lubricated

Weight 2000kg

Dimension(mm) 1570*1170*1820



Specifications

Model CDO-UM20P

Power 15 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф200*250

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 45-0.15 mm

Roller Speed 15.7m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 3000kg

Dimension(mm) 1740*900*1900



Specifications

Model CDO-UM20P

Power 15 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф200*250

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 45-0.15 mm

Roller Speed 15.7m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 5kg: OPC-050, 10kg: OPC-
100(Optional)

Winding Motor 5kg: 1100W, 10kg:2200W

Weight 3000kg

Dimension(mm) 1740*1500*1900



Specifications

Model CDO-UM30P

Power 22 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф220*350

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 50-0.2 mm

Roller Speed 9.6m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 20kg: OPC-200(Optional)

Winding Motor 20kg: 3700W

Weight 4000kg

Dimension(mm) 1850*1800*1700



Specifications

Model CDO-UM40P

Power 30 KW

Servo motor 2.9 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф300*600/Ф300*400

Roller materials MC5

Roller hardness HRC 62-64

Output Thickness 50-0.2 mm

Roller Speed 9.9m/min

Lubrication System Bearing Bush Grease 
Lubricated

Magnetic Powder Coiler 20kg: OPC-200(Optional)

Winding Motor 20kg: 3700W

Weight 9000kg

Dimension(mm) 2800*2300*1900



Specifications

Model CDO-UM75P

Power 45 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф480*1100

Roller materials 9Cr3Mo

Roller hardness HRC 64-66

Output Thickness 100-0.45mm（1000mm 
Width Silver Sheet）

Roller Speed 6.8m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 3000kg

Dimension(mm) 4100*4800*2600



Specifications

Model CDO-SM10P

Power 7.5 KW

Voltage 380V, 3P, 50/60Hz

Roller size(mm) Ф133*160

Straitening Roller Size(mm) Ф78*160

Roller materials Cr12MoV

Roller hardness HRA 60-62

Output Thickness 25-1mm

Roller Speed 6.4m/min

Lubrication System Bearing Bush Grease 
Lubricated

Weight 1600kg

Dimension(mm) 1410*760*1430


