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Parameter

Rated capacity
Max.System pressure
Stroke of movable working table
Opening height
Height of working platform from ground

Upward speed of movabale working table

Returning speed of movabale working table

, L-R between column
Movable working

table size F-B Rim

L-R
Overall dimension F-B

H

Motor power

Weight (Approx.)

CDOCAST MACHINERY CO., LTD.

Mpa
mm
mm
mm
mm/s

mm/s

mm/s

mm/s

mm
mm

mm

KW

Kgs

63

100
190

890

5

2

220

220

500

500
1200

0.75

320

63

100

250

1050

230

230

520
520
1470

1.5

460

63

100
300

1020

250

160

580

860
1500

3

820
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1. Designed specifically for stamping gold bar characters, it
features a simple structure and easy operation.

2. Requires minimal floor space and is affordable.

3. Even the smallest machine can easily generate tens of tons of
pressure, sufficient to leave a clear, permanent mark on soft
metals like gold.

4. Suitable for studios and small factories.

5. Usually no need to equip with pad formwork etc.

Skype: mandymeina Email: sales@cdocast.com
Tel: +86-15168765707 Website: www.cdocast.com

CDOCAST MACHINERY CO., LTD.

Wwod°1sedopd>° MMM


mailto:sales@cdocast.com
http://www.cdocast.com/

