
1

LxWxH (920x1020x1300) mm

500kg

3kW 

3 Phase 380V

8.5m/min

5-0.1 mm

Tungsten Carbide

HRC 92-93

Ф98x120mm（Carbide Length 90mm）

Bearing Bush Grease Lubricated

Size

Weight 

Motor

Voltage

Roller Speed

Output Thickness

Roller Material

Roller Hardness

Roller Size

Lubrication System

4P Precision Tungsten Carbide Rolling Mill
(With Torque Motor Coiler)



Specification

2

5.5P Precsion Tungsten Carbide Rolling Mill

LxWxH (1160x640x1370) mm

630kg

4kW 

3 Phase 380V

10.7m/min

25-0.1 mm

Tungsten Carbide

HRA 92-93

Ф123x152mm（Carbide Length 120mm）

Bearing Bush Grease Lubricated

Size

Weight 

Motor

Voltage

Roller Speed

Output Thickness

Roller Material

Roller Hardness

Roller Size

Lubrication System



3

LxWxH (1320x1160x1370) mm

630kg

4kW 

3 Phase 380V

10.7m/min

20-0.1 mm

Tungsten Carbide

HRA 92-93

Ф123x152mm（Carbide Length 120mm）

Bearing Bush Grease Lubricated

Size

Weight 

Motor

Voltage

Roller Speed

Output Thickness

Roller Material

Roller Hardness

Roller Size

Lubrication System

5.5P Precsion Tungsten Carbide Rolling Mill
(With Torque Motor Coiler)



Specification

4

LxWxH (1420x1260x1470) mm

650kg

4kW 

3 Phase 380V

10.7m/min

30mm-0.05mm（60mm Width Gold）

±0.003mm

Tungsten Carbide

HRA 92-93

Ф123x152mm（Carbide Length 120mm）

Bearing Bush Grease Lubricated

5kg：OPC-050，10kg：OPC-100（Optional）

5kg：1100W，10kg：2200W

Size

Weight 

Motor

Voltage

Roller Speed

Output Thickness

Output Tolerance

Roller Material

Roller Hardness

Roller Size

Lubrication System

Magnetic Powder Coiler

Winding Motor

5.5P Precsion Tungsten Carbide Rolling Mill
(With Magnetic Powder Clutch Coiler)



5

LxWxH (1580x1350x1420) mm

1200kg

 5.5kW 

3 Phase 380V

11.4m/min

25-0.1mm

Tungsten Carbide

HRA 92-93

Ф132x180mm（Carbide Length 150mm）

Bearing Bush Grease Lubricated

10kg（Optional）

10kg：2.2kW

Size

Weight 

Motor

Voltage

Roller Speed

Output Thickness

Roller Material

Roller Hardness

Roller Size

Lubrication System

Magnetic Powder Coiler

Winding Motor

7.5P Precision Tungsten Carbide Rolling Mill
(With Magnetic Powder Clutch Coiler)



6

LxWxH (1420x1350x1600)mm

1300kg

5.5kW 

3 Phase 380V

0.85kW

11.4m/min

25-0.1 mm

Tungsten Carbide

HRA 92-93

Ф132x180mm（Carbide Length 150mm）

Bearing Bush Grease Lubricated

10kg（Optional）

10kg：2.2kW

Size

Weight 

Motor

Voltage

Servo Lift

Roller Speed

Output Thickness

Roller Material

Roller Hardness

Roller Size

Lubrication System

Magnetic Powder Coiler

Winding Motor

7.5P Ultraprecision Numerical Tungsten Carbide Rolling Mill
(With Magnetic Powder Clutch Coiler)


